CLASS D400 HEAVY DUTY DUCTILE

— IMPERMEABLE SURFACE COURSE

—— IMPERMEABLE BINDER COURSE

—— SUB-BASE TYPE 1/ GRANULAR LAYER (thickness varies depending on application)
—— POLYPIPE HEAVY DUTY GEOTEXTILE

IRON SELF LOCKING CHANNEL GRATE —— SUDSAGG OPEN GRADED GRANULAR SUB-BASE
—— POLYPIPE HEAVY DUTY GEOTEXTILE
FALLS TO —— PREPARED FORMATION (CAPPING IF REQUIRED TO ENGINEERS SPEC.)
ENGINEER'S SPEC
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4. Permavoid units to be installed
- in accordance with Polypipe
UNIVERSAL 40mm CONNECTION UNIT AT Ww_ﬁﬂwmmmw_w_m%m_%é PERMAVOID Civils recommendations (refer
1000mm CRS OR ONE PER CHANNEL SECTION to Polypipe technical guidance
for further information); giving
—— PERMAFILTER BIOMAT UNIT due consideration to the
requirements of the
organisation who will be taking
ultimate ownership of the
installation.
TYPICAL SECTION THROUGH POLYPIPE PERMACHANNEL AND SUDSAGG INFILTRATION SYSTEM 5. This drawing is intended for
Scale (1:15) guidance only. Confirmation of
. the information contained
within this document should be
sought from the consulting
engineers before final design
or construction activities
_ commence.
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