
PVCu CABLE TV COUPLINGS

DESCRIPTION CODE COLOURS PACK 
QTY

54mm TDC54G   10

54mm slip TDSC54G   10

96mm TDC96G   50

96mm slip TDSC96G   50

 Made to order and subject to lead times. 

A range of specialist PVCu telecommunications ducting 
systems, manufactured in accordance with dimensions  
and performance requirements tried and tested by the 
telecommunications industry. 

Applications
For the cable protection of cable television communications.

Key benefits
• Durable, high quality construction

• Low co-efficient of friction for easy cable installation

•  A short 54mm branch on swept tees for trouble-free   

installation in congested footways

•  PVCu telecommunication ducts include integral sockets and are 

available in green as standard. Grey and other colours are also 

available on request subject to minimum order quantities and 

lead times 
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PVCu CABLE TV DUCT

ID  
(mm)

OD  
(mm)

LENGTH  
(m) CODE COLOURS PACK 

QTY

49 54 6 TD54X6    400

90 96.5 6 TD96X6   * 121

 Made to order and subject to lead times. 
Available in green (G) or grey (GR). Please specify with order.
*90mm green and grey duct meet the requirements of BS EN 50086

PVCu CABLE TV BENDS

OD  
(mm) ANGLE CODE COLOURS PACK 

QTY

54 11.25° TDB54X11G   60

54 22.5° TDB54X22G   60

54 45° TDB54X45G   60

54 90° TDB54X90G   50

96.5 11.25° TDB96X11(G/GR)    15

96.5 22.5° TDB96X22(G/GR)    15

96.5 45° TDB96X45(G/GR)    15

96.5 90° TDB96X90(G/GR)    10

 Made to order and subject to lead times. 
Available in green (G) or grey (GR). Please specify with order.
*90mm green and grey duct meet the requirements of BS EN 50086

PVCu CABLE TV SWEPT TEES

DESCRIPTION CODE COLOURS PACK 
QTY

96 x 54mm TDJT96X54G   15

 Made to order and subject to lead times. 

PVCu CABLE DUCT REPAIR KIT

DESCRIPTION STANDARD LENGTH 
(m) CODE PACK 

QTY

96mm duct repair kit 0.5 DRK096  1

 Made to order and subject to lead times. 
Components for repairing sections of damaged duct.
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