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< < 1. This typical detail should be read in conjuction with Manual Contracts
CONQRETE COVER SLAB FULL . ONCRETE SURROUND for gty Works (MCHW), Volume 1. F Seris,
Scale (1:10) Scale (1:10) 2. SHW - Specification for Highways Works, Series 500.
rDRAWING NOTES
~Joint filler board should be placed in contact 1. All dimensions in millimetres, unless otherwise stated.
with the end of socket at a pipe joint and 2. All dimensions are nominal and may vary within manufacturing or
should extend through the full thickness of the construction tolerances.
concrete in contact with the pipe. Flexible 3. Allsite temporary and enabling works by others.
joints shall be at intervals of 5m or at each 4. Ridgidrain is to be installed in accordance with Polypipe Civils
joint, whichever is the greater. recommendations (refer to Polypipe technical guidance for further
— — m& — — information); giving due consideration to the requirements of the
N e ' T S organisation who will be taking the ultimate ownership of the
o LT et e g T e Class 8 Material to S.H.W Clause 503.3 (i) oy e (T QUersp
‘e e e e e e e e e e 'naln e e e e a'e'n e e n el 5. Dimensions are based on a stiffness class of SN6 for @100mm -
: 2600mm and SN4 or SN6 for @750mm and @900mm; corresponding
ch e Concrete o S.H.W Clause 503.3 (i) to the standardised pipe profiles current at the time of this drawing's
Ry issue.
< T 6. This drawing is intended for guidance only. Confirmation of the
information contained within this document should be sought from
Granular Material to S.H.W Clause 503.3 (i) the consulting engineers before final design or construction activities
3050 commence.
e L —LIr S UL UL UUUUUULU U 7. Unless otherwise stated, all Ridgidrain is supplied to site without
e N VTS ¢ DR RPN L A é o — direct means of lifting incorporated. The lift supervisor must assess
T S S /| R PRI X = Extemnal Pipe Diameter and plan the lift, in the circumstances of the lift, and provide slings
and / or other controls as deemed necessary to ensure a safe |ift.

8. Minimum and maximum cover depths are applicable and dictated by

FULL CONCRETE SURROUND (JOINT DETA"—) the expected native ground conditions, trafficking and proposed

Scale (1:10) Ridgidrain pipe specification.
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