Cover depth
(See note 8)

Main backfill to SHW Clause 505————=

MinT

——Class 8 material to SHW Clause

503.3 (iv); unless detailed within
the specification

3001

< @900mm Min. 150
@1050mm & @1200mm Min. 425 ——
2 @#1500mm Min. 500

Min 300mm cover before allowing
mechanical compaction plant to
pass above pipe crown

Min 150 *

Ridgistorm-XL pipe

-~ Well compacted single size coarse
aggregate to SHW Clause 503.3 (i).
Achieving an assumed minimum
modified proctor density of 85%.
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—Backfill to SHW
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Min. 150 —

——Min ST2 standardised
prescribed concrete,

in accodance with

MCHW Vol 1 Clause 503.3

——Ridgistorm-XL pipe

*

Min.

SINGLE PIPE INSTALLATION WITH FULL CONCRETE SURROUND

TYPICAL CROSS SECTION
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The information in this document is of an illustrative nature and is supplied by Polypipe Civils without charge. This document does not form the whole or any part of a
contract or intended contract with the user. The information within this document should not be solely relied upon to determine the suitability or installation
requirements of our products for a proposed application and expected site conditions; expert advice should be sought in this respect. Final determination of the

Table 5/3 - BS EN 13242, Coarse aggregate for pipe bedding,
haunching and surrounding material

BS EN 13242, Coarse aggregate (Clause 4.3.2)
Category for general
grading requirements G,80-20
Category for tolerances .
at a_w-mQ_Nm d sieves GT, . (no requirements)
Category for maximum Gravel - f1.5 Crushed rock,
values of fines content recycled aggregate - f4
Nominal pipe Aggregate size (mm)
diameter (mm) Graded Single sized
Not exceeding 140 - 4/10
Exceeding 140 but 2/14 or 4/20 4110, 6/14
not exceeding 400 or 10120
Exceeding 400 2114, 4120 4110, 6/14,
or 4/40 10/20 or 20/40
NOTES
1. Coarse aggregate materials shall be in accordance with the
relevant provisions of MCHW, Volume 1, Series 500, Clause 503.
2. Where alternative pipe bed & surround material specification(s)
are proposed, these should be agreed with the overseeing
engineer before final design or installation activities commence.

Flexible joint: Concrete protection to be

interrupted over the full cross-section

at every joint; in accordance with SHW

Clause 504.5 =—Min ST2 standardised

j prescribed concrete,
in accodance with

SHW Clause 503.3 iii)

Ridgistorm-XL pipe

LR

Shaped joint filler board—————=—=
in accordance with
MCHW Vol1, Clause 1015

FULL CONCRETE SURROUND

(JOINT DETAIL)
Scale (1:50)

NOTE - SPECIFICATION DOCUMENT

For dimensions please refer to Polypipe Civils Technical
Litrature and the Manual of Contract Documents for
Highway Works.

7~

NOTES

All dimensions in millimetres, unless otherwise stated.
All dimensions are nominal and may vary within
manufacturing or construction tolerances.

All site temporary and enabling works by others.
Ridgistorm-XL units to be installed in accordance with
Polypipe Civils recommendations (refer to Polypipe
technical guidance for further information); giving due
consideration to the requirements of the organisation
who will be taking ultimate ownership of the
installation.

Dimensions are based on a minimum stiffness class
SN2 pipe; corresponding to the standardised pipe
profiles current at the time of this drawing's issue.
This drawing is intended for guidance only.
Confirmation of the information contained within this
document should be sought from the consulting
engineers before final design or construction activities
commence.

Unless otherwise stated, all Ridgistorm-XL is supplied
to site without direct means of lifting incorporated. The
lift supervisor must assess and plan the lift, in the
circumstances of the lift, and provide slings and/or
other controls as deemed necessary to ensure a safe
lift.

Minimum and maximum cover depths applicable,
dictated by the expected native ground conditions,
trafficking and proposed Ridgistorm-XL pipe
specification.
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suitability of any information or material for the use contemplated and the manner of use is the sole responsibility of the user and the user must assume all risk and

liability in connection therewith. Further information with regard to liabilities may be found at www.polypipe.com/disclaimer.
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