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Multiple boss entries, which can be drilled out, allowing connection to any angle. Designed to be 
installed at low level providing connection from any height. A two-part solution (when used with an 
access section) designed to provide easy installation.

Features & Benefits
• UK manufactured
• Three options of diameter - 75, 110 & 160mm
• 56mm bosses
• Two system types - Expansion socket & locked (spigot)
• Impact resistant
• Abrasion resistant
• Chemical resistant
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*Product shown is an expansion version.
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9407.7556B • Expansion 75/56 3.5 3 1025 572 453 93 125

9407.11056B Expansion 110/56 4.3 3 1354 660 692 180 180

9407.16056B Expansion 160/56 6.2 3 1358 660 698 241 241

9408.7556B • Locked 75/56 3.5 3 855 572 284 78 118

9408.11056B Locked 110/56 4.3 3 1177 660 517 180 180

9408.16056B Locked 160/56 6.2 3 1177 660 517 241 241
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This information is for guidance purposes only and must not be reproduced
in whole or in part without the permission of Polypipe Building Services.
Note: The copyright in this drawing is the property of Polypipe Building
Services, and neither the drawing nor any part of it, nor any information 
contained therin, shall be reproduced or disclosed to any third party other
than for the purpose of the use of Polypipe Building Services.
Copyright © 2021 Polypipe. All rights reserved.
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PRODUCT NOTES
1. Remove all sharp edges where possible.

STANDARDS
2. Products to meet the requirements of BSEN12056:2000, when in
assembled & final position.

MATING PARTS
3. Mating parts to include N/A.

TOLERANCES
4. General tolerance to be:
0 to 500mm = +/- 2.00mm
501 to 1500 = +/- 3.00mm
1501 to 5000 = +/-4.00mm
unless otherwise specified, i.e. Tolerance may to be dictated by
component dimensions.

5. All dimensions shown are for shop floor production purposes and 
client approval.

Scale:

Sheet:

DO NOT SCALE OFF THIS DRAWING

BG

Polypipe Building Services
College Road, New Hythe Business Park,
New Hythe Lane, Aylesford, Kent,
ME20 7PJ
Tel: +44(0)1622 795200
Fax: +44(0)1622 792564
www.terraindrainage.com
commercialenquiries@polypipe.com

9407.11056B Data Sheet

A 22/11/2021 First Issue

REVISION HISTORY

REV DATE DESCRIPTION

DATE:CLIENT SIGNATURE:
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If item(s) are required in less than 21 days please contact our Customer Service Department to check if we can achieve a faster delivery date.
Delivery: Please allow 21 days lead time from drawing sign off and order placement.
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